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SHAKER HEIGHTS CITY SCHOOLS
 WOODBURY CAMPUS
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BENCHMARKS:

STATE PLANE GRD NORTH, NAD 83 (2011), OHIO NORTH ZONE.
ELEVATIONS ARE NAVD 88, GEOID 18.
TIED TO GPS TO THE OHIO REAL TIME NETWORK.

BENCHMARK #1 - 'X' CUT ON SOUTH WEST FLANGE BOLT ON FIRE HYDRANT.
N: 661257, E: 2221832
ELEVATION=938.63

BENCHMARK #2 - 'X' CUT ON NORTH WEST FLANGE BOLT ON FIRE HYDRANT.
N: 660654, E: 2223043
ELEVATION=940.96

BENCHMARK #4 - 'X' CUT ON EAST FLANGE BOLT ON FIRE HYDRANT.
N: 66230, E: 2222473
ELEVATION=945.52

SEE SURVEY FOR ADDITIONAL BENCHMARK INFORMATION.

GPD GROUP ®

Glaus, Pyle, Schomer, Burns & DeHaven, Inc.

Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2025
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BUILDING CONNECTION NOTE
ALL LOCATIONS OF BUILDING IMPROVEMENTS SHALL BE
LOCATED AT THE TRUE TIE IN POINTS OF THE EXISTING
BUILDING INCLUSIVE OF ALL FOUNDATIONS, ARCHITECTURAL
ELEMENTS, AND OTHER DESIGN ELEMENTS.  CONTRACTOR
SHALL WORK WITH THE CONSTRUCTION MANAGER TO
ENSURE  ACCURATE TIE IN LOCATIONS.  COORDINATE ALL
WORK WITH ARCHITECTURAL PLANS.
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25' PARKING SETBACK

100' BUILDING SETBACK
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PARKING REQUIREMENTS PER ZONING:
(ZONING SECTION 1251)

WOODBURY AND ONAWAY SCHOOLS

1 PER STAFF MEMBER + 1 PER 75 STUDENTS VISITORS.
ASSUMED STUDENT COUNT (OFCC PROJECTIONS)

ONAWAY: 399 STUDENTS  WOODBURY: 1013 STUDENTS

   ASSUMED STAFF & VISITOR: ONAWAY, 71  WOODBURY, 167

TOTAL REQUIRED= 258 SPACES

PARKING COUNTS PROVIDED:

TOTAL ONSITE= 166 SPACES
TOTAL STREET PARKING=

ONAWAY= 21 CARS
WOODBURY= 47 CARS

TOTAL PROVIDE PARKING= 234 SPACES

ADA PARKING REQUIRED= 7 SPACES
(BASED ON TOTAL 234 SPACES)

ADA PARKING PROVIDED=    9 SPACES

MAX BUILDING HEIGHT:
(ZONING SECTION 1240.10)

CODE:

THE MAXIMUM HEIGHT OF A PRINCIPAL STRUCTURE IN THE I
INSTITUTIONAL DISTRICT SHALL NOT EXCEED THREE (3)
STORIES OR FORTY-FIVE (45) FEET, EXCEPT FOR STEEPLES
OR TOWER ELEMENTS WHICH MAY EXTEND TO A TOTAL
HEIGHT OF SEVENTY (70) FEET ABOVE GRADE

THE GENERAL REQUIREMENT ABOVE APPLIES ONLY TO
STRUCTURES ERECTED AFTER THE EFFECTIVE DATE OF
THIS CODE PROVIDED, HOWEVER, NO STRUCTURE EXISTING
ON SUCH EFFECTIVE DATE SHALL BE EXPANDED IN
VIOLATION OF THIS REGULATION.

PROPOSED BUILDING MAXIMUM HEIGHT=
3 STORIES, 43'-0"

EXISTING BUILDING MAXIMUM HEIGHT=
3 STORIES, 47'-0"

EXISTING
WOODBURY SCHOOL

TO REMAIN AND BE
PROTECTED

PROPOSED
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BENCHMARKS:

STATE PLANE GRD NORTH, NAD 83 (2011), OHIO NORTH ZONE.
ELEVATIONS ARE NAVD 88, GEOID 18.
TIED TO GPS TO THE OHIO REAL TIME NETWORK.

BENCHMARK #1 - 'X' CUT ON SOUTH WEST FLANGE BOLT ON FIRE HYDRANT.
N: 661257, E: 2221832
ELEVATION=938.63

BENCHMARK #2 - 'X' CUT ON NORTH WEST FLANGE BOLT ON FIRE HYDRANT.
N: 660654, E: 2223043
ELEVATION=940.96

BENCHMARK #4 - 'X' CUT ON EAST FLANGE BOLT ON FIRE HYDRANT.
N: 66230, E: 2222473
ELEVATION=945.52

SEE SURVEY FOR ADDITIONAL BENCHMARK INFORMATION.
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GPD GROUP ®

Glaus, Pyle, Schomer, Burns & DeHaven, Inc.

Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2025
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EXISTING WOODBURY
SCHOOL TO REMAIN
AND BE PROTECTED

#

LEGEND

PROPOSED HEAVY DUTY ASPHALT, SEE DETAIL SHEET C-501.

CONSTRUCTION KEYNOTE

(SEE SHEET C-001 FOR GENERAL LEGEND)

PROPOSED CONCRETE

GENERAL NOTES

REFERENCE NOTES

#

02 41 19 SELECTIVE DEMOLITION
31 10 00 SITE CLEARING
31 20 00 EARTH MOVING
32 92 00 TURF AND GRASSES
32 12 16 ASPHALT PAVING
32 13 13 CONCRETE PAVING
32 33 00 SITE FURNISHINGS

PLAN KEYNOTES
1. PROPOSED HEAVY DUTY ASPHALT, SEE DETAIL SHEET C-501.
2. PROPOSED CONCRETE CURB, SEE DETAIL SHEET C-501.
3. PROPOSED 3' CURB TAPER, SEE DETAIL SHEET C-501.
4. PROPOSED CONCRETE CURBED WALK, SEE DETAIL SHEET C-501.
5. PROPOSED CONCRETE WALK, SEE DETAIL SHEET C-501.
6. PROPOSED FROST SLAB AT DOOR, SEE STRUCTURAL PLANS FOR DETAIL.
7. PROPOSED PAINTED 4" WIDE SOLID STRIPE - WHITE ON ASPHALT, YELLOW ON CONCRETE,

BLUE FOR ADA. SEE PAVEMENT MARKING NOTES SHEET C-501.
8. PROPOSED DIRECTIONAL PAVEMENT MARKINGS - WHITE ON ASPHALT, YELLOW ON

CONCRETE. SEE PAVEMENT MARKING NOTES SHEET C-501.
9. PROPOSED TABLETOP DROP OFF AREA, REFER TO GRADING PLAN.
10. PROPOSED PAINTED TRANSVERSE STRIPING, WHITE ON ASPHALT, YELLOW ON CONCRETE,

BLUE FOR ADA ACCESS AISLE, SEE DETAIL SHEET C-501.
11. PROPOSED PAINTED ADA SYMBOL PER ADA SPECIFICATIONS AND  DETAIL SHEET C-501.
12. PROPOSED ADA ACCESSIBLE RAMP PER ADA SPECIFICATIONS AND SHEET C-501.
13. PROPOSED HANDICAPPED PARKING SIGN, SEE DETAIL SHEET C-501.
14. PROPOSED DO NOT ENTER SIGN, SEE DETAIL SHEET C-501.
15. PROPOSED LOOP BIKE RACK, SEE SPECIFICATION SECTION 12 93 00 FOR ADDITIONAL

INFORMATION AND SHEET C-501.
16. PROPOSED STORM UTILITY STRUCTURE, SEE UTILITY PLANS FOR ADDITIONAL INFORMATION.

PROVIDE CONCRETE COLLAR PER DETAIL SHEET C-503  IN PAVEMENT AREAS.
17. PROPOSED SANITARY UTILITY STRUCTURE, SEE UTILITY PLANS FOR ADDITIONAL

INFORMATION.
18. PROPOSED NO SMOKING ON SCHOOL PROPERTY SIGN, SEE DETAIL SHEET C-501.
19. PROPOSED LIGHT POLE AND FOUNDATION, SEE ELECTRICAL PLANS FOR DETAILS AND

SPECIFICATION.
20. FLAGPOLE ASSEMBLY WITH GROUND MOUNTED LIGHT FIXTURES. SEE SPEC 107516 AND

FLAGPOLE FOUNDATION DETAIL ON STRUCTURAL SHEETS.
21. PROPOSED 24" WIDE, 18" HIGH CONCRETE SEAT WALL. CONCRETE COLOR SHALL BE GREY.

SEE DETAIL SHEET C-502. SEE COLORING NOTES ON SHEET C-001.
22. PROPOSED TRASH RECEPTACLE, SEE SPECIFICATION SECTION 32 33 00, SITE FURNISHINGS

FOR ADDITIONAL INFORMATION.
23. PROPOSED STANDARD DUTY ASPHALT PAVEMENT, SEE DETAIL SHEET C-501.
24. PROPOSED DRIVE APRON, PER CITY OF SHAKER HEIGHTS STANDARDS. REMOVE AND

REPLACE ASPHALT PAVEMENT, IN KIND, AS NEEDED FOR DRIVE APRON INSTALLATION.
25. PROPOSED RETAINING WALL, SEE STRUCTURAL PLANS.
26. PROPOSED WATER VAULT, SEE UTILITY PLANS. COORDINATE ALL WORK WITH THE

CLEVELAND WATER DEPARTMENT.
27. PROPOSED COLUMNS FOR BUILDING CANOPY, SEE ARCHITECTURAL PLANS.
28. PROPOSED 2' WIDE CONCRETE WALK BAND, SEE CONCRETE WALK DETAIL SHEET C-501.

CONCRETE COLOR SHALL BE DARK GREY.  SEE COLORING NOTES ON SHEET C-001.
29. PROPOSED CRASH RATED BOLLARD, 6' O/C.  CONTRACTOR SHALL PROVIDE SHOP DRAWING

WITH STANDARD COLOR CHOICES FOR OWNER SELECTION.  FIRST BOLLARD PLACED
SHOULD BE CENTERED ON THE CROSSING. SEE CRASH-RATED BOLLARD NOTES ON SHEET
C-001.

30. PROPOSED BRICK PAVEMENT.  SEE DETAIL SHEET C-502.
31. PROPOSED FLUSH CURB, SEE DETAIL SHEET C-501.
32. PROPOSED STANDARD DUTY CONCRETE PAVEMENT, SEE DETAIL SHEET C-501.
33. PROPOSED GAS METER, SEE UTILITY PLAN.
34. PROPOSED OUTDOOR DINING TABLE, SEE SPECIFICATION SECTION 32 33 00, SITE

FURNISHINGS FOR ADDITIONAL INFORMATION.  PROVIDE ADA TABLE AT LOCATION
DESIGNATED ON PLANS.

35. EXISTING BRICKWORK TO BE CAREFULLY REMOVED AND REPLACED FOR INSTALLATION OF
STORM LINE.

36. PROPOSED POST TOP LIGHT AND FOUNDATION, SEE ELECTRICAL PLANS FOR DETAILS AND
SPECIFICATION.

37. PROPOSED NON-ILLUMINATED DIRECTIONAL SIGN PER SIGN SUPPLIER SPECIFICATIONS.
CONTRACTOR SHALL INSTALL FOUNDATION PER SIGN SUPPLIER DESIGN AND SHEET C-501.

38. PROPOSED CRASH RATED LIT BOLLARDS, SEE ELECTRICAL PLANS FOR ADDITIONAL
INFORMATION.

39. PROPOSED LANDSCAPE AREA, SEE LANDSCAPE PLAN.
40. PROPOSED STOP SIGN AND RIGHT TURN ONLY, PER DETAIL SHEET C-501.
41. PROPOSED STOP SIGN, PER DETAIL SHEET C-501.
42. PROPOSED NO PARKING DROP OFF PICK UP SIGN PER SHEET C-501.
43. EXISTING WINDOW WELL, DOOR, AND AREA DRAIN TO BE REMOVED. SEE ARCHITECTURAL

PLANS FOR PROPOSED WORK.
44. REMOVE AND REPLACE CONCRETE WALK AS NEEDED FOR STORM LINE INSTALLATION, SEE

SHEET C-501 FOR DETAIL. MATCH EXISTING GRADES.
45. PROPOSED IN-GRADE WALL WASH LIGHTING. SEE ELECTRICAL PLANS FOR DETAIL AND

SPECIFICATION.

1. FOR STORM WATER POLLUTION PREVENTION SEE SHEETS C-010 THROUGH C-013.
2. FOR DEMOLITION INFORMATION REFER TO SHEETS C-100 THROUGH C-105.
3. FOR SITE GRADING INFORMATION REFER TO SHEET C-120, C-121, C-122.
4. FOR SITE UTILITY INFORMATION REFER TO SHEET C-130, C-131, C-132.
5. CONTRACTOR TO PROVIDE TOPSOIL AND PERMANENT SEED IN ALL DISTURBED AREAS PER

SPECIFICATION SECTION 32 92 00 TURF AND GRASSES.
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BENCHMARKS:

STATE PLANE GRD NORTH, NAD 83 (2011), OHIO NORTH ZONE.
ELEVATIONS ARE NAVD 88, GEOID 18.
TIED TO GPS TO THE OHIO REAL TIME NETWORK.

BENCHMARK #1 - 'X' CUT ON SOUTH WEST FLANGE BOLT ON FIRE HYDRANT.
N: 661257, E: 2221832
ELEVATION=938.63

BENCHMARK #2 - 'X' CUT ON NORTH WEST FLANGE BOLT ON FIRE HYDRANT.
N: 660654, E: 2223043
ELEVATION=940.96

BENCHMARK #4 - 'X' CUT ON EAST FLANGE BOLT ON FIRE HYDRANT.
N: 66230, E: 2222473
ELEVATION=945.52

SEE SURVEY FOR ADDITIONAL BENCHMARK INFORMATION.
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Glaus, Pyle, Schomer, Burns & DeHaven, Inc.

Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2025
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1. PROPOSED HEAVY DUTY ASPHALT, SEE DETAIL SHEET C-501.
2. PROPOSED CONCRETE CURB, SEE DETAIL SHEET C-501.
3. PROPOSED CONCRETE CURBED WALK, SEE DETAIL SHEET C-501.
4. PROPOSED CONCRETE WALK, SEE DETAIL SHEET C-501.
5. PROPOSED HEAVY DUTY CONCRETE, SEE DETAIL SHEET C-501.
6. PROPOSED PAINTED 4" WIDE SOLID STRIPE - WHITE ON ASPHALT, YELLOW ON CONCRETE,

BLUE FOR ADA. SEE PAVEMENT MARKING NOTES SHEET C-501.
7. PROPOSED DIRECTIONAL PAVEMENT MARKINGS - WHITE ON ASPHALT, YELLOW ON

CONCRETE. SEE PAVEMENT MARKING NOTES SHEET C-501.
8. PROPOSED CROSSWALK STRIPING, SEE DETAIL SHEET C-501.
9. PROPOSED PAINTED TRANSVERSE STRIPING FOR ADA ACCESS AISLE, SEE DETAIL SHEET

C-501.
10. PROPOSED PAINTED ADA SYMBOL PER ADA SPECIFICATIONS AND DETAIL SHEET C-501.
11. PROPOSED ADA ACCESSIBLE RAMP PER ADA SPECIFICATIONS AND SHEET C-501.
12. PROPOSED  ADA PARKING SIGN, SEE DETAIL SHEET C-501.  VAN ACCESSIBLE SPACES AS

LABELED IN PLAN VIEW.
13. PROPOSED STORM UTILITY STRUCTURE, SEE UTILITY PLANS FOR ADDITIONAL INFORMATION.

PROVIDE CONCRETE COLLAR PER DETAIL SHEET C-503 IN PAVEMENT AREAS.
14. PROPOSED DUMPSTER ENCLOSURE SEE ARCHITECTURAL PLANS.
15. PROPOSED CONCRETE RAMP, SEE ARCHITECTURAL AND  STRUCTURAL PLANS FOR

ADDITIONAL INFORMATION.
16. PROPOSED OUTDOOR EQUIPMENT ENCLOSURE AND DUMPSTER AREA, SEE ARCHITECTURAL

AND STRUCTURAL SHEETS.
17. PROPOSED FROST SLAB AT DOOR, SEE STRUCTURAL PLANS FOR DETAIL.
18. PROPOSED LOADING DOCK, SEE ARCHITECTURAL AND STRUCTURAL SHEETS FOR DETAIL.
19. PROPOSED WHEELSTOP, SEE DETAIL SHEET C-502.
20. PROPOSED FLUSH CURB, SEE SHEET C-501 FOR DETAIL.
21. CONTRACTOR SHALL PROVIDE SOD ON ALL DISTURBED AREAS WITHIN THE TRACK LIMITS.

SEE LANDSCAPE PLAN FOR ADDITIONAL INFORMATION.
22. PROPOSED STANDARD DUTY ASPHALT, SEE DETAIL SHEET C-501.
23. PROPOSED NO SMOKING ON SCHOOL PROPERTY SIGN, SEE DETAIL SHEET C-501.
24. PROPOSED NON-ILLUMINATED DIRECTIONAL SIGN PER SIGN SUPPLIER SPECIFICATIONS.

CONTRACTOR SHALL INSTALL FOUNDATION PER SIGN SUPPLIER DESIGN AND SHEET C-501.
25. PROPOSED OUTDOOR DINING TABLE, SEE SPECIFICATION SECTION 32 33 00, SITE

FURNISHINGS FOR ADDITIONAL INFORMATION.  PROVIDE ADA TABLE AT LOCATION
DESIGNATED ON PLANS.

26. PROPOSED TRASH CONTAINER, SEE SPECIFICATION SECTION 32 33 00, SITE FURNISHINGS
FOR ADDITIONAL INFORMATION.

27. PROPOSED 4' TALL ORNAMENTAL FENCE, SEE SHEET C-502 FOR DETAIL.
28. PROPOSED LANDSCAPE AREA, SEE LANDSCAPE PLANS.
29. PROPOSED SANITARY UTILITY STRUCTURE, SEE UTILITY PLANS FOR ADDITIONAL

INFORMATION.
30. PROPOSED 18" WIDE, 18" HIGH CONCRETE SEAT WALL. COLOR SHALL BE GREY, SEE DETAIL

SHEET C-502. SEE COLORING NOTES ON SHEET C-001.
31. CONTRACTOR SHALL COORDINATE PLACEMENT OF ALL MECHANICAL AND ELECTRICAL

EQUIPMENT WITH SUPPLIERS.
32. PROPOSED STANDARD DUTY CONCRETE PAVEMENT, SEE DETAIL SHEET C-501.
33. PROPOSED HEAVY DUTY CONCRETE, DARK GREY COLOR, SEE DETAIL SHEET C-501. SEE

COLORING NOTES ON SHEET C-001.
34. PROPOSED FIRE HYDRANT, PER CITY OF SHAKER HEIGHTS FIRE DEPARTMENT STANDARDS.

HYDRANT SHALL HAVE 2 1/2" HOSE NOZZLES WITH CLEVELAND STANDARD THREADS.
COORDINATE ALL WORK WITH THE CLEVELAND WATER DEPARTMENT

35. PROPOSED 4" STORZ CONNECTION ON BUILDING PER CITY OF SHAKER HEIGHTS FIRE
DEPARTMENT.

36. PROPOSED LOOP BIKE RACK, SEE SPECIFICATION SECTION 12 93 00 FOR ADDITIONAL
INFORMATION, AND SHEET C-501 FOR DETAIL.

37. PROPOSED BENCH, SEE SPECIFICATION SECTION 12 93 00 FOR ADDITIONAL INFORMATION.
38. PROPOSED CONCRETE COLLAR ON EXISTING STORM INLET, SEE SHEET C-503 FOR DETAIL.
39. PROPOSED LIGHT POLE AND FOUNDATION, SEE ELECTRICAL PLANS FOR DETAILS AND

SPECIFICATION.
40. PROPOSED POST TOP LIGHT AND FOUNDATION, SEE ELECTRICAL PLANS FOR DETAILS AND

SPECIFICATION.
41. PROPOSED 8' TALL CHAIN LINK FENCE, SEE DETAIL SHEET C-502.
42. EXISTING STORM STRUCTURE TO BE REMOVED.
43. EXISTING STORM UTILITY LINE TO BE REMOVED. PROVIDE WATERTIGHT SEAL AT THE

DOWNSTREAM STRUCTURE.
44. CLOSED LID ON EXISTING MANHOLE TO BE REPLACED WITH AN OPEN GRATE. OPEN GRATE

TO BE TRAFFIC RATED.
45. EXISTING STORM UTILITY LINE TO BE REMOVED UP TO THE LIMITS OF GRADING. REMAINING

SEGMENT OF STORM LINE TO BE CAPPED AND ABANDONED IN PLACE.
46. PROPOSED STAIRS WITH HANDRAILS, SEE SHEET C-502 FOR DETAIL.
47. PROPOSED STOP SIGN PER DETAIL SHEET C-501.
48. PROPOSED NO PARKING DROP OFF PICK UP ONLY SIGN, PER DETAIL SHEET C-501.
49. EXISTING ELECTRIC LINE TO BE REMOVED UP TO THE LIMITS OF GRADING.
50. EXISTING TELECOMMUNICATIONS LINE TO BE REMOVED UP TO THE LIMITS OF GRADING.
51. EXISTING ELECTRIC UTILITY STRUCTURE TO BE REMOVED.
52. PROPOSED 6" DIA. 48" TALL REMOVABLE BOLLARD. BOLLARD SHALL BE SCHEDULE 40 STEEL,

PAINTED SAFETY YELLOW, WITH POST CAP AND EMBEDMENT SLEEVE. EMBEDMENT SLEEVE
SHALL HAVE A COVER FOR WHEN THE BOLLARD IS REMOVED. INSTALL PER
MANUFACTURER'S RECOMMENDATIONS. CONTRACTOR SHALL SUBMIT A SHOP DRAWING
PRIOR TO ORDERING.
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BUILDING CONNECTION NOTE
ALL LOCATIONS OF BUILDING IMPROVEMENTS SHALL BE
LOCATED AT THE TRUE TIE IN POINTS OF THE EXISTING
BUILDING INCLUSIVE OF ALL FOUNDATIONS, ARCHITECTURAL
ELEMENTS, AND OTHER DESIGN ELEMENTS.  CONTRACTOR
SHALL WORK WITH THE CONSTRUCTION MANAGER TO
ENSURE  ACCURATE TIE IN LOCATIONS.  COORDINATE ALL
WORK WITH ARCHITECTURAL PLANS.

GENERAL NOTES

REFERENCE NOTES
02 41 19 SELECTIVE DEMOLITION
31 10 00 SITE CLEARING
31 20 00 EARTH MOVING
32 92 00 TURF AND GRASSES
32 12 16 ASPHALT PAVING
32 13 13 CONCRETE PAVING
32 33 00 SITE FURNISHINGS

1. FOR STORM WATER POLLUTION PREVENTION SEE SHEETS C-010 THROUGH C-013.
2. FOR DEMOLITION INFORMATION REFER TO SHEETS C-100 THROUGH C-105.
3. FOR SITE GRADING INFORMATION REFER TO SHEET C-120, C-121, C-122.
4. FOR SITE UTILITY INFORMATION REFER TO SHEET C-130, C-131, C-132.
5. CONTRACTOR TO PROVIDE TOPSOIL AND PERMANENT SEED IN ALL DISTURBED AREAS PER

SPECIFICATION SECTION 32 92 00 TURF AND GRASSES.
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PROPOSED HEAVY DUTY ASPHALT, SEE DETAIL SHEET C-501.

CONSTRUCTION KEYNOTE

(SEE SHEET C-001 FOR EXISTING GENERAL LEGEND)

PROPOSED  CONCRETE

PROPOSED STANDARD DUTY ASPHALT, SEE DETAIL SHEET C-501.
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THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.
THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF MATERIAL SAMPLES PROVIDED. 1.800.955.4731 www.gpdgroup.com

GPD GROUP

Shaker Heights - Woodbury Middle Years Building
15400 S Woodland Rd, Shaker Heights, OH 44120
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1. GRADE BEAM LONGITUDINAL REINFORCEMENT SHALL EXTEND FULLY INTO PIER AND FOUNDATION 
AND TERMINATE WITH A STANDARD HOOK.

2. DOWELS TO MATCH LONGITUDINAL REINFORCEMENT OF FOUNDATION.  LAP WITH FOUNDATION 
REINFORCEMENT AND EMBED 6" INTO EXISTING FOUNDATION w/HILTI HIT-HY 200 V3 SAFESET 
ADHESIVE.

3. THICKENED SLAB BELOW NON-BEARING CMU.  SEE                  FOR ADDITIONAL INFO.

4. REMOVE AND REPLACE EXISTING SLAB ON GRADE w/NEW SLAB ON GRADE TO MATCH EXISTING 
THICKNESS (ASSUMED TO BE 6") AS NEEDED AFTER TRENCHING.

5. 4'-0" WIDE FOUNDATION EXTENSION.

6. THICKENED SLAB BELOW STAIR STRINGER.  SEE                  FOR ADDITIONAL INFO.

7. UTILITY LINE TO PASS OVER TOP OF FOUNDATION.

/A5 S-501

/A1 S-501

• SEE SHEET             FOR STRUCTURAL GENERAL NOTES.

• SEE SHEET             FOR TYPICAL DETAILS.

• BASE REFERENCE ELEVATION IS FROM FINISH FLOOR ELEVATION 939.82 = (0'-0").  ALL 
ELEVATIONS ARE REFERENCED FROM BASE ELEVATION AND ARE SHOWN AS (±x'-x").

• FOUNDATION ELEVATIONS SHOWN ON PLAN ARE TO TOP OF FOUNDATION AND ARE 
REFERENCED FROM BASE ELEVATION (0'-0").

• TOP OF EXTERIOR FOUNDATIONS ARE (-1-4") UNO

• TOP OF INTERIOR FOUNDATIONS ARE (-1'-4") UNO

• PROVIDE SAWCUT CONTRACTION OR CONSTRUCTION JOINTS IN SLAB SPACED AT A 
MAXIMUM OF 12'-0" O.C. IN BOTH DIRECTIONS WITH A MAXIMUM LENGTH TO WIDTH RATIO OF 
2 UNO  MATCH LOCATION OF JOINTS WITH ARCHITECTURAL DRAWINGS WHERE SHOWN.  
PROVIDE DIAMOND ISOLATION SLAB AT COLUMNS.   SEE                 AND                 .

• SPREAD FOOTINGS SHALL BE CENTERED BELOW COLUMNS, UNO

• WALL FOOTING SHALL BE CENTERED BELOW WALLS, UNO

• SEE ARCHITECTURAL DRAWINGS FOR EXTENT AND FINISH OF SLAB ON GRADE AND ANY 
FLOOR DEPRESSIONS.

• COORDINATE FLOOR DRAIN LOCATIONS WITH ARCHITECTURAL AND MECHANICAL DRAWINGS.

• COORDINATE REQUIRED FOUNDATION DRAINAGE WITH ARCHITECTURAL AND MECHANICAL 
DRAWINGS.

• PROVIDE (2)-#4x3'-0" LONG SLAB REINFORCEMENT AT ALL RE-ENTRANT CORNERS.

• MASONRY REINFORCEMENT:
SEE THE MASONRY WALL REINFORCING SCHEDULE ON            .

S-001

S-502

/A6 S-501 /D1 S-502

S-502

• "WFx" DENOTES WALL FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "Fx" DENOTES SPREAD FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "F.S." DENOTES FOOTING STEP LOCATION.  SEE TYPICAL DETAIL ON SHEET            .

• "MPx" DENOTES MASONRY PIER.  SEE MASONRY PIER SCHEDULE ON SHEET            .

• "SWx" DENOTES GROUTED SOLID MASONRY SHEAR WALL.  SEE SHEARWALL SCHEDULE 
ON SHEET            .  DO NOT INSTALL CONTROL JOINTS IN SHEARWALLS.---

S-502

S-502

S-502

S-502

4" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/6x6-W2.9xW2.9 WWF (CENTERED) 
ON VAPOR RETARDER ON COMPACTED GRANULAR DRAINAGE FILL MATERIAL.  
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• "CPx" DENOTES CONCRETE PIER.  SEE CONCRETE PIER SCHEDULE ON SHEET            .
T/PIER ELEVATION = (-9'-6") UNO.

S-502

• "GBx" DENOTES GRADE BEAM MARK.  SEE GRADE BEAM SCHEDULE ON SHEET            .S-502

• "Cx" DENOTES COLUMN.  SEE COLUMN SCHEDULE ON SHEET            .S-502
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• SEE SHEET             FOR STRUCTURAL GENERAL NOTES.

• SEE SHEET             FOR TYPICAL DETAILS.

• BASE REFERENCE ELEVATION IS FROM FINISH FLOOR ELEVATION 939.82 = (0'-0").  ALL 
ELEVATIONS ARE REFERENCED FROM BASE ELEVATION AND ARE SHOWN AS (±x'-x").

• FOUNDATION ELEVATIONS SHOWN ON PLAN ARE TO TOP OF FOUNDATION AND ARE 
REFERENCED FROM BASE ELEVATION (0'-0").

• TOP OF EXTERIOR FOUNDATIONS ARE (-1-4") UNO

• TOP OF INTERIOR FOUNDATIONS ARE (-1'-4") UNO

• PROVIDE SAWCUT CONTRACTION OR CONSTRUCTION JOINTS IN SLAB SPACED AT A 
MAXIMUM OF 12'-0" O.C. IN BOTH DIRECTIONS WITH A MAXIMUM LENGTH TO WIDTH RATIO OF 
2 UNO  MATCH LOCATION OF JOINTS WITH ARCHITECTURAL DRAWINGS WHERE SHOWN.  
PROVIDE DIAMOND ISOLATION SLAB AT COLUMNS.   SEE                 AND                 .

• SPREAD FOOTINGS SHALL BE CENTERED BELOW COLUMNS, UNO

• WALL FOOTING SHALL BE CENTERED BELOW WALLS, UNO

• SEE ARCHITECTURAL DRAWINGS FOR EXTENT AND FINISH OF SLAB ON GRADE AND ANY 
FLOOR DEPRESSIONS.

• COORDINATE FLOOR DRAIN LOCATIONS WITH ARCHITECTURAL AND MECHANICAL DRAWINGS.

• COORDINATE REQUIRED FOUNDATION DRAINAGE WITH ARCHITECTURAL AND MECHANICAL 
DRAWINGS.

• PROVIDE (2)-#4x3'-0" LONG SLAB REINFORCEMENT AT ALL RE-ENTRANT CORNERS.

• MASONRY REINFORCEMENT:
SEE THE MASONRY WALL REINFORCING SCHEDULE ON            .

S-001

S-502

/A6 S-501 /D1 S-502

S-502

• "WFx" DENOTES WALL FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "Fx" DENOTES SPREAD FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "F.S." DENOTES FOOTING STEP LOCATION.  SEE TYPICAL DETAIL ON SHEET            .

• "MPx" DENOTES MASONRY PIER.  SEE MASONRY PIER SCHEDULE ON SHEET            .

• "SWx" DENOTES GROUTED SOLID MASONRY SHEAR WALL.  SEE SHEARWALL SCHEDULE 
ON SHEET            .  DO NOT INSTALL CONTROL JOINTS IN SHEARWALLS.---

S-502

S-502

S-502

S-502 1. THICKENED SLAB BELOW NON-BEARING CMU.  SEE                  FOR ADDITIONAL INFO.

2. UNDERGROUND UTILITY LINE.  COORDINATE WITH CIVIL, MECHANICAL, ELECTRICAL AND 
PLUMBING.  PROVIDE SLEEVE AS REQUIRED.  NOT ALL SHOWN ON PLAN.  SEE DETAILS 
ON            .

3. COORDINATE EXTENTS AND EXACT DEPTH OF SLAB DEPRESSION WITH ARCHITECTURAL 
DRAWINGS.

4. 4" NORMAL WEIGHT CONCRETE HOUSEKEEPING PAD.  G.C. TO COORDINATE FINAL LOCATION 
AND DIMENSIONS WITH ACTUAL UNITS PURCHASED.  SEE                   FOR ADDITIONAL INFO.  
NOT ALL SHOWN ON PLAN.  

5. 2'-0" WIDE FOUNDATION EXTENSION w/#5@12" O.C. E.W. BOT.  PROVIDE #5 HOOKED DOWELS @ 
6" O.C. ALONG PERIMETER OF EXISTING FOUNDATION w/6" EMBEDMENT INTO EXISTING 
FOUNDATION w/HILTI HIT-HY 200 V3.  LOCATE DOWELS 6" FROM BOTTOM OF EXISTING 
FOUNDATION. TOP AND BOTTOM ELEVATION OF EXTENSION TO MATCH EXISTING FOUNDATION 
(10" THICK MIN.).

6. ADJUST FOUNDATION THICKNESS SO BOTTOM OF FOUNDATION MATCHES BOTTOM OF 
EXISTING FOUNDATION.

7. DOWELS TO MATCH LONGITUDINAL REINFORCEMENT OF FOUNDATION.  LAP WITH 
FOUNDATION REINFORCEMENT AND EMBED 6" INTO EXISTING FOUNDATION w/HILTI HIT-HY 200 
V3 SAFESET ADHESIVE.

8. STEP BOTTOM OF FOUNDATION AS NEEDED TO MATCH BOTTOM OF EXISTING FOUNDATION.
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• "CPx" DENOTES CONCRETE PIER.  SEE CONCRETE PIER SCHEDULE ON SHEET            .
T/PIER ELEVATION = (-1'-4") UNO.

S-502

4" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/6x6-W2.9xW2.9 WWF (CENTERED) 
ON VAPOR RETARDER ON COMPACTED GRANULAR DRAINAGE FILL MATERIAL.  

SOG4
(0'-0")

APPROXIMATE PROPOSED FINISH GRADE ELEVATION, SEE CIVIL DRAWINGS.xxx.xx

• "Cx" DENOTES COLUMN.  SEE COLUMN SCHEDULE ON SHEET            .S-502
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• SEE SHEET             FOR STRUCTURAL GENERAL NOTES.

• SEE SHEET             FOR TYPICAL DETAILS.

• BASE REFERENCE ELEVATION IS FROM FINISH FLOOR ELEVATION 939.82 = (0'-0").  ALL 
ELEVATIONS ARE REFERENCED FROM BASE ELEVATION AND ARE SHOWN AS (±x'-x").

• FOUNDATION ELEVATIONS SHOWN ON PLAN ARE TO TOP OF FOUNDATION AND ARE 
REFERENCED FROM BASE ELEVATION (0'-0").

• TOP OF EXTERIOR FOUNDATIONS ARE (-1-4") UNO

• TOP OF INTERIOR FOUNDATIONS ARE (-1'-4") UNO

• PROVIDE SAWCUT CONTRACTION OR CONSTRUCTION JOINTS IN SLAB SPACED AT A 
MAXIMUM OF 12'-0" O.C. IN BOTH DIRECTIONS WITH A MAXIMUM LENGTH TO WIDTH RATIO OF 
2 UNO  MATCH LOCATION OF JOINTS WITH ARCHITECTURAL DRAWINGS WHERE SHOWN.  
PROVIDE DIAMOND ISOLATION SLAB AT COLUMNS.   SEE                 AND                 .

• SPREAD FOOTINGS SHALL BE CENTERED BELOW COLUMNS, UNO

• WALL FOOTING SHALL BE CENTERED BELOW WALLS, UNO

• SEE ARCHITECTURAL DRAWINGS FOR EXTENT AND FINISH OF SLAB ON GRADE AND ANY 
FLOOR DEPRESSIONS.

• COORDINATE FLOOR DRAIN LOCATIONS WITH ARCHITECTURAL AND MECHANICAL DRAWINGS.

• COORDINATE REQUIRED FOUNDATION DRAINAGE WITH ARCHITECTURAL AND MECHANICAL 
DRAWINGS.

• PROVIDE (2)-#4x3'-0" LONG SLAB REINFORCEMENT AT ALL RE-ENTRANT CORNERS.

• MASONRY REINFORCEMENT:
SEE THE MASONRY WALL REINFORCING SCHEDULE ON            .

S-001

S-502

/A6 S-501 /D1 S-502

S-502

• "WFx" DENOTES WALL FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "Fx" DENOTES SPREAD FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "F.S." DENOTES FOOTING STEP LOCATION.  SEE TYPICAL DETAIL ON SHEET            .

• "MPx" DENOTES MASONRY PIER.  SEE MASONRY PIER SCHEDULE ON SHEET            .

• "SWx" DENOTES GROUTED SOLID MASONRY SHEAR WALL.  SEE SHEARWALL SCHEDULE 
ON SHEET            .  DO NOT INSTALL CONTROL JOINTS IN SHEARWALLS.---

S-502

S-502

S-502

S-502

1. THICKENED SLAB BELOW NON-BEARING CMU.  SEE                  FOR ADDITIONAL INFO.

2. UNDERGROUND UTILITY LINE.  COORDINATE WITH CIVIL, MECHANICAL, ELECTRICAL AND 
PLUMBING.  PROVIDE SLEEVE AS REQUIRED.  NOT ALL SHOWN ON PLAN.  SEE DETAILS 
ON            .

3. COORDINATE EXTENTS AND EXACT DEPTH OF SLAB DEPRESSION WITH ARCHITECTURAL 
DRAWINGS.

4. 4" NORMAL WEIGHT CONCRETE HOUSEKEEPING PAD.  G.C. TO COORDINATE FINAL LOCATION 
AND DIMENSIONS WITH ACTUAL UNITS PURCHASED.  SEE                   FOR ADDITIONAL INFO.  
NOT ALL SHOWN ON PLAN. 

5. EDGE OF SLOPING SLAB.  SEE ARCHITECTURAL FOR EXTENTS AND CURB REQUIREMENTS.

6. AUDITORIUM STEP.  COORDINATE SIZE, LOCATION AND RADIUS WITH ARCHITECTURAL 
DRAWINGS.  SEE                  FOR ADDITIONAL INFO.

7. CAST IN PLACE CONCRETE STAIRS.  SEE                  FOR ADDITIONAL INFO.

8. #5 HOOKED DOWELS @ 6" O.C. ALONG PERIMETER OF EXISTING FOUNDATION w/6" 
EMBEDMENT INTO EXISTING FOUNDATION  w/HILTI HIT-HY 200 V3.  LOCATE DOWELS 6" FROM 
BOTTOM OF EXISTING FOUNDATION.
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• "RWx" DENOTES CONCRETE RETAINING WALL FOUNDATION MARK.  SEE CONCRETE 
RETAINING WALL SCHEDULE ON SHEET            .S-502

• "CPx" DENOTES CONCRETE PIER.  SEE CONCRETE PIER SCHEDULE ON SHEET            .
T/PIER ELEVATION = (-1'-4") UNO.

S-502

4" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/6x6-W2.9xW2.9 WWF (CENTERED) 
ON VAPOR RETARDER ON COMPACTED GRANULAR DRAINAGE FILL MATERIAL.  

SOG4
(0'-0")

APPROXIMATE PROPOSED FINISH GRADE ELEVATION, SEE CIVIL DRAWINGS.xxx.xx

• "Cx" DENOTES COLUMN.  SEE COLUMN SCHEDULE ON SHEET            .S-502
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• SEE SHEET             FOR STRUCTURAL GENERAL NOTES.

• SEE SHEET             FOR TYPICAL DETAILS.

• BASE REFERENCE ELEVATION IS FROM FINISH FLOOR ELEVATION 939.82 = (0'-0").  ALL 
ELEVATIONS ARE REFERENCED FROM BASE ELEVATION AND ARE SHOWN AS (±x'-x").

• FOUNDATION ELEVATIONS SHOWN ON PLAN ARE TO TOP OF FOUNDATION AND ARE 
REFERENCED FROM BASE ELEVATION (0'-0").

• TOP OF EXTERIOR FOUNDATIONS ARE (-1-4") UNO

• TOP OF INTERIOR FOUNDATIONS ARE (-1'-4") UNO

• PROVIDE SAWCUT CONTRACTION OR CONSTRUCTION JOINTS IN SLAB SPACED AT A 
MAXIMUM OF 12'-0" O.C. IN BOTH DIRECTIONS WITH A MAXIMUM LENGTH TO WIDTH RATIO OF 
2 UNO  MATCH LOCATION OF JOINTS WITH ARCHITECTURAL DRAWINGS WHERE SHOWN.  
PROVIDE DIAMOND ISOLATION SLAB AT COLUMNS.   SEE                 AND                 .

• SPREAD FOOTINGS SHALL BE CENTERED BELOW COLUMNS, UNO

• WALL FOOTING SHALL BE CENTERED BELOW WALLS, UNO

• SEE ARCHITECTURAL DRAWINGS FOR EXTENT AND FINISH OF SLAB ON GRADE AND ANY 
FLOOR DEPRESSIONS.

• COORDINATE FLOOR DRAIN LOCATIONS WITH ARCHITECTURAL AND MECHANICAL DRAWINGS.

• COORDINATE REQUIRED FOUNDATION DRAINAGE WITH ARCHITECTURAL AND MECHANICAL 
DRAWINGS.

• PROVIDE (2)-#4x3'-0" LONG SLAB REINFORCEMENT AT ALL RE-ENTRANT CORNERS.

• MASONRY REINFORCEMENT:
SEE THE MASONRY WALL REINFORCING SCHEDULE ON            .

S-001

S-502

/A6 S-501 /D1 S-502

S-502

• "WFx" DENOTES WALL FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "Fx" DENOTES SPREAD FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "F.S." DENOTES FOOTING STEP LOCATION.  SEE TYPICAL DETAIL ON SHEET            .

• "MPx" DENOTES MASONRY PIER.  SEE MASONRY PIER SCHEDULE ON SHEET            .

• "SWx" DENOTES GROUTED SOLID MASONRY SHEAR WALL.  SEE SHEARWALL SCHEDULE 
ON SHEET            .  DO NOT INSTALL CONTROL JOINTS IN SHEARWALLS.---

S-502

S-502

S-502

S-502

4" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/6x6-W2.9xW2.9 WWF (CENTERED) 
ON VAPOR RETARDER ON COMPACTED GRANULAR DRAINAGE FILL MATERIAL.  

SOG4
(0'-0")

APPROXIMATE PROPOSED FINISH GRADE ELEVATION, SEE CIVIL DRAWINGS.xxx.xx

• "RWx" DENOTES CONCRETE RETAINING WALL FOUNDATION MARK.  SEE CONCRETE 
RETAINING WALL SCHEDULE ON SHEET            .S-502

• "CPx" DENOTES CONCRETE PIER.  SEE CONCRETE PIER SCHEDULE ON SHEET            .
T/PIER ELEVATION = (-1'-4") UNO.

S-502

1. THICKENED SLAB BELOW NON-BEARING CMU.  SEE                  FOR ADDITIONAL INFO.

2. UNDERGROUND UTILITY LINE.  COORDINATE WITH CIVIL, MECHANICAL, ELECTRICAL AND 
PLUMBING.  PROVIDE SLEEVE AS REQUIRED.  NOT ALL SHOWN ON PLAN.  SEE DETAILS 
ON            .

3. COORDINATE EXTENTS AND EXACT DEPTH OF SLAB DEPRESSION WITH ARCHITECTURAL 
DRAWINGS.

4. EQUIPMENT FOUNDATION.  G.C. TO DETERMINE ACTUAL FOUNDATION SIZE BASED ON FINAL 
EQUIPMENT SHOP DRAWINGS.  ANCHOR EQUIPMENT TO FOUNDATION PER MANUFACTURER'S 
RECOMMENDATIONS.  SEE                  FOR ADDITIONAL INFO.
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• SEE SHEET             FOR STRUCTURAL GENERAL NOTES.

• SEE SHEET             FOR TYPICAL DETAILS.

• BASE REFERENCE ELEVATION IS FROM FINISH FLOOR ELEVATION 939.82 = (0'-0").  ALL 
ELEVATIONS ARE REFERENCED FROM BASE ELEVATION AND ARE SHOWN AS (±x'-x").

• FOUNDATION ELEVATIONS SHOWN ON PLAN ARE TO TOP OF FOUNDATION AND ARE 
REFERENCED FROM BASE ELEVATION (0'-0").

• TOP OF EXTERIOR FOUNDATIONS ARE (-1-4") UNO

• TOP OF INTERIOR FOUNDATIONS ARE (-1'-4") UNO

• PROVIDE SAWCUT CONTRACTION OR CONSTRUCTION JOINTS IN SLAB SPACED AT A 
MAXIMUM OF 12'-0" O.C. IN BOTH DIRECTIONS WITH A MAXIMUM LENGTH TO WIDTH RATIO OF 
2 UNO  MATCH LOCATION OF JOINTS WITH ARCHITECTURAL DRAWINGS WHERE SHOWN.  
PROVIDE DIAMOND ISOLATION SLAB AT COLUMNS.   SEE                 AND                 .

• SPREAD FOOTINGS SHALL BE CENTERED BELOW COLUMNS, UNO

• WALL FOOTING SHALL BE CENTERED BELOW WALLS, UNO

• SEE ARCHITECTURAL DRAWINGS FOR EXTENT AND FINISH OF SLAB ON GRADE AND ANY 
FLOOR DEPRESSIONS.

• COORDINATE FLOOR DRAIN LOCATIONS WITH ARCHITECTURAL AND MECHANICAL DRAWINGS.

• COORDINATE REQUIRED FOUNDATION DRAINAGE WITH ARCHITECTURAL AND MECHANICAL 
DRAWINGS.

• PROVIDE (2)-#4x3'-0" LONG SLAB REINFORCEMENT AT ALL RE-ENTRANT CORNERS.

• MASONRY REINFORCEMENT:
SEE THE MASONRY WALL REINFORCING SCHEDULE ON            .

S-001

S-502

/A6 S-501 /D1 S-502

S-502

• "WFx" DENOTES WALL FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "Fx" DENOTES SPREAD FOOTING MARK.  SEE FOUNDATION SCHEDULE ON SHEET            .

• "F.S." DENOTES FOOTING STEP LOCATION.  SEE TYPICAL DETAIL ON SHEET            .

• "MPx" DENOTES MASONRY PIER.  SEE MASONRY PIER SCHEDULE ON SHEET            .

• "SWx" DENOTES GROUTED SOLID MASONRY SHEAR WALL.  SEE SHEARWALL SCHEDULE 
ON SHEET            .  DO NOT INSTALL CONTROL JOINTS IN SHEARWALLS.---

S-502

S-502

S-502

S-502

4" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/6x6-W2.9xW2.9 WWF (CENTERED) 
ON VAPOR RETARDER ON COMPACTED GRANULAR DRAINAGE FILL MATERIAL.  

SOG4
(0'-0")

APPROXIMATE PROPOSED FINISH GRADE ELEVATION, SEE CIVIL DRAWINGS.xxx.xx

1. THICKENED SLAB BELOW NON-BEARING CMU.  SEE                  FOR ADDITIONAL INFO.

2. UNDERGROUND UTILITY LINE.  COORDINATE WITH CIVIL, MECHANICAL, ELECTRICAL AND 
PLUMBING.  PROVIDE SLEEVE AS REQUIRED.  NOT ALL SHOWN ON PLAN.  SEE DETAILS 
ON            .

3. COORDINATE EXTENTS AND EXACT DEPTH OF SLAB DEPRESSION WITH ARCHITECTURAL 
DRAWINGS.

4. 4" NORMAL WEIGHT CONCRETE HOUSEKEEPING PAD.  G.C. TO COORDINATE FINAL LOCATION 
AND DIMENSIONS WITH ACTUAL UNITS PURCHASED.  SEE                   FOR ADDITIONAL INFO.  
NOT ALL SHOWN ON PLAN. 

5. 2'-0"x12'-0" FOUNDATION EXTENSION. THICKNESS TO MATCH WALL FOOTING.  REINFORCE        
w/#7@12" O.C. E.W. TOP & BOT. 

6. CONCRETE FOR THE SURGE TANK WALLS, ROOF SLAB AND FOOTING SHALL USE A 5000 PSI MIX 
WITH CRYSTALLINE WATERPROOFING AND CORROSION INHIBITOR.  SEE SPECIFICATION 
SECTION 033000 FOR CONCRETE MIX DESIGN.

7. #5 HOOKED DOWELS @ 6" O.C. ALONG PERIMETER OF EXISTING FOUNDATION w/6" 
EMBEDMENT INTO EXISTING FOUNDATION w/HILTI HIT-HY 200 V3.  LOCATE DOWELS 6" FROM 
BOTTOM OF EXISTING FOUNDATION.

8. THICKENED SLAB FOR VOLLEYBALL POST.  SEE                  FOR ADDITIONAL INFO.
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• "MWx" DENOTES SPECIAL WALL REINFORCING.  SEE REINFORCING SCHEDULE ON 
SHEET             .S-502

• "CJ" DENOTES CMU WALL CONTROL JOINT.

6" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/#4@12" O.C. E.W. PLACED 2" 
CLEAR FROM TOP OF SLAB ON VAPOR RETARDER ON COMPACTED GRANULAR 
DRAINAGE FILL MATERIAL.  

SOG6
(0'-0")

• "RWx" DENOTES CONCRETE RETAINING WALL FOUNDATION MARK.  SEE CONCRETE 
RETAINING WALL SCHEDULE ON SHEET            .S-502

8" THICK NORMAL WEIGHT CONCRETE SLAB REINFORCED w/#5@10" O.C. 
TOP & BOT, (PARALLEL TO SPAN) AND #4@12" O.C. TOP & BOT 
PERPENDICULAR TO SPAN

FC8.0

8" NORMAL WEIGHT CONCRETE SLAB ON GRADE w/#4@12" O.C. E.W. PLACED 2" 
CLEAR FROM TOP OF SLAB ON VAPOR RETARDER ON COMPACTED GRANULAR 
DRAINAGE FILL MATERIAL.  

SOG8
(0'-0")

FC8.0
(0'-0")

• "Cx" DENOTES COLUMN.  SEE COLUMN SCHEDULE ON SHEET            .S-502
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BUILDING ELEVATIONS



SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

EXISTING FIRST FLOOR
-1' - 6"

NEW FIRST FLOOR
0"

SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

EXISTING FIRST FLOOR
-1' - 6"

NEW FIRST FLOOR
0"

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.

THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF MATERIAL SAMPLES PROVIDED. 1.800.955.4731 www.gpdgroup.com

GPD GROUP

Shaker Heights - Woodbury Middle Years Building

15400 S Woodland Rd, Shaker Heights, OH 44120

1/8" = 1'-0"B

SOUTH WOODLAND ROAD -
NORTHEAST

1/8" = 1'-0"A

SOUTH WOODLAND ROAD -
NORTHWEST



SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

NEW FIRST FLOOR
0"

SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

EXISTING FIRST FLOOR
-1' - 6"

NEW FIRST FLOOR
0"

ALUMINUM COPING (BUFF TO MATCH STONE)

5" DEEP X 16"H STONE BAND

5" DEEP X 12"H STONE BAND

5" DEEP X 12"H STONE BAND

ALUMINUM STOREFRONT (WHITE)

5" DEEP X 8"H STONE BAND

4" DEEP X 12"H X 24"W STONE (1/2" REVEAL)

69" HIGH EXTERIOR WALL SCONCE 
(DARK BRONZE)

STACK BOND ACCENT (RED ACCENT BRICK)

1"

1"

1"

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.

THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF MATERIAL SAMPLES PROVIDED. 1.800.955.4731 www.gpdgroup.com

GPD GROUP

Shaker Heights - Woodbury Middle Years Building

15400 S Woodland Rd, Shaker Heights, OH 44120

1/8" = 1'-0"B GYMNASIUM - WEST

1/8" = 1'-0"C DOAN BROOK - NORTH

1/4" = 1'-0"A GYMNASIUM WINDOW DETAIL



SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

NEW FIRST FLOOR
0"

SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

NEW FIRST FLOOR
0"

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.

THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF MATERIAL SAMPLES PROVIDED. 1.800.955.4731 www.gpdgroup.com

GPD GROUP

Shaker Heights - Woodbury Middle Years Building

15400 S Woodland Rd, Shaker Heights, OH 44120

1/8" = 1'-0"A ONAWAY FIELD - SOUTH

1/8" = 1'-0"B ONAWAY FIELD - SOUTHEAST



SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

NEW FIRST FLOOR
0"

SECOND FLOOR
13' - 4"

THIRD FLOOR
26' - 8"

NEW FIRST FLOOR
0"

CORBELED ACCENT BRICK

ALUMINUM WINDOW (WHITE)

HEADER BRICK COURSE AT SILL

STACKED BOND (RED ACCENT BRICK)

SPANDREL GLAZING

ACCENT BRICK SOLDIER COURSE 
(PROTRUDE 1/2")

69" HIGH EXTERIOR WALL SCONCE 
(DARK BRONZE)

BRICK CORBELING BASE. 
SEE DETAIL 'D'

3 5/8"

1 1/2"

1/2"

1/2"

1/2"

1/2" 12" ACCENT BRICK SOLDIER 
COURSE PROTRUDED OUT 1/2"

STACK BOND ACCENT BRICK 
ALGINED WITH FACE OF ACCENT 
BRICK SOLDIER COURSE

STACK BOND ACCENT BRICK 
PROTRUDED OUT 1"

STACK BOND ACCENT BRICK 
PROTRUDED OUT 1 1/2"

EXTERIOR FINISH FACE OF FIELD 
BRICK

1"

1"

1 1/2"

1/2"

1/2"

THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.

THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF MATERIAL SAMPLES PROVIDED. 1.800.955.4731 www.gpdgroup.com

GPD GROUP

Shaker Heights - Woodbury Middle Years Building

15400 S Woodland Rd, Shaker Heights, OH 44120

1/8" = 1'-0"A WOODBURY ROAD - SOUTHEAST

1/8" = 1'-0"B WOODBURY ROAD - NORTHWEST
1/4" = 1'-0"C CLASSROOM WING DETAIL

N.T.S.D

MASONRY CORBELING
AXONEMETRIC



PHOTOGR APHS



Building Photographs
PROPOSED WOODBURY SITE

SOUTH WOODL AND 1918 FACADE



Building Detail Photographs
PROPOSED WOODBURY SITE



Site Photographs
PROPOSED WOODBURY SITE

VIEW FROM DOAN BROOK

VIEW FROM DOAN BROOK VIEW FROM DOAN BROOK

VIEW OF THE NW CORNER OF THE SITE

VIEW LOOKING WEST 

VIEW LOOKING EASTTHE ROSE GARDEN THE ROSE GARDEN

VIEW LOOKING SOUTH TOWARD ONAWAY
AND THE ADMINISTR ATION BUILDING

VIEW LOOKING NORTH AT THE ONAWAY TR ACK



RENDERINGS



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



MATERIALS



Exterior Materials
PROPOSED WOODBURY SITE

METAL PANEL

UTILIT Y BRICK -  f ield mix CAST STONE

CURTAIN WALL
SPANDREL GL A ZING

painted wood
brick
painted windows
stone

E XISTING

white cur tain wall
medium gray spandrel

UTILIT Y BRICK -  accent

olive buf f

sandstone
MODUL AR STONE



REVISIONS: JUNE 2025 TO SEPTEMBER 2025



Revisions: June 2025 - September 2025
PROPOSED WOODBURY SITE



Plans from previous meeting



R

SHAKER HEIGHTS CITY SCHOOLS
 WOODBURY CAMPUS

JUNE 16, 2025

ARCHITECTURE BOARD OF REVIEW



SITE + BUILDING



Site Plan
PROPOSED WOODBURY SITE



What We’ve Heard + What We’ve Changed
PROPOSED WOODBURY SITE

WHAT WE’VE HEARD

Clarify parti

Review window spacing on classroom 3rd floor - more playful

More intentional with accent brick

Stone is preferred material for entry elements
	
Add detail and texture

Study curtain wall mullion spacing to be more delicate

Refine mechanical room screening material

WHAT WE’VE CHANGED

Accent brick revised to field brick along music wing

Added brick inset detailing to music and classroom wings

Wall lighting added to inset details

Gymnasium and natatorium windows revised to show stone header

Refined quoins

Profile and window spacing at classroom wing 3rd story

Reviewed stone detailing and proportions



Transition Diagram
PROPOSED WOODBURY SITE



Building Circulation Diagram
PROPOSED WOODBURY SITE



Window Modules
PROPOSED WOODBURY SITE

MUSIC
ONAWAY 

ENTRANCEPOOLGYM
BUS RIDER 
ENTRANCEWEST STAIRCLASSROOM

FIRST FLOOR

SECOND FLOOR

THIRD FLOOR

CEILING

CEILING

CEILING



Existing Building Detail + Texture
PROPOSED WOODBURY SITE



ELEVATIONS



Elevations
PROPOSED WOODBURY SITE



Elevations
PROPOSED WOODBURY SITE



Elevations
PROPOSED WOODBURY SITE



Elevations
PROPOSED WOODBURY SITE



PRELIMINARY RENDERINGS



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



Preliminary Renderings
PROPOSED WOODBURY SITE



MATERIALS



Exterior Materials
PROPOSED WOODBURY SITE

METAL PANEL

UTILIT Y BRICK -  f ield mix
Woodbur y Blend -  Smooth

CAST STONE

CURTAIN WALL
SPANDREL GL A ZING

painted wood
brick
painted windows
stone

E XISTING

white cur tain wall
medium gray spandrel

UTILIT Y BRICK -  accent
Browerstown -  Chocolate 

olive buf f

sandstoneMODUL AR STONE - Federal  Beige



NEXT STEPS
DATE			 CITY MEETING		  GOAL

December 17		 Working Group			 Massing

January 6			  Preliminary ABR			 Site + Massing

January 23			  Working Group			 Massing + Elevations

February 27			 Working Group			 Preliminary Renderings

March 17			 Preliminary ABR			 Preliminary Renderings	

March 27			  Working Group			  Progress Review

April 1			 City Planning Commission	 Site Approval, critical for demo package

April 24			 Working Group			  Design Development

May 13			 City Planning Commission	 Site Approval

May 22			 Working Group			  Progress Review - Architecture

June 2			 Preliminary ABR			 Progress Review

June 16			 Preliminary ABR			 Preliminary Design Approval
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